®
Lark C1

Mobile Audio Made Easy

The new Lark C1 is an ultra-compact premium wireless lavalier microphone, ideal
for audio recording on mobile phones without limitations.

Lark C1 (Lightning) Lark C1 (USB-C)

@ Cool Black O Ivory White @ Cool Black @ Cool Black
PARAMETERS
Item Description

Wireless transmission  2.4GHz Adaptive Frequency Hopping (AFH)

Transmission range 130ft (40m) for NLOS/650ft (200m) for LOS
Built-in microphone Polar pattern: Omnidirectional; Frequency range: 20Hz—20KHz
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Plug and Play Usable While Speaker Play Hi-Fi Input dynamic range 86 dB
Chargin with RX Plugged Sound Qualit
ging 99 Q y Battery capacity TX: 140mAh (0.518Wh); Charging case: 1400mAh (5.18Wh)
MFI | I SRR @ % Operating time TX: 8 hours; Charging case: Maximum 3 times of charging for 2 TX
EJ 32H
Charging time TX: 1.5 hours; Charging case: 1.5 hours
MFi-certified Active Noise Ultra-long 650ft (200m)
Lightning Interface Cancellation Duration of 32 Hours LOS Range Dimensions TX: 48x21.5x10mm (1.89"%0.85"x0.4"); RX: 48.3x27.6x9mm (1.9"x1.1"x0.35")

Charging case: 83x60x30mm (3.3"x2.4"x1.2")

Weight TX: 11.5g (0.40z); RX: 7g (0.250z); Charging case: 85.5g (30z)
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